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Characteristics

Enhancement of adhesive strength between the insert and the tool halter 
(Precise measurement margin control)

Purpose

Used to fix inserts

Shape Type
Dimension

a b c d t

CM-LSD42 11.53 11.53 6.62 0.8 3.17

CM-SD42 12.5 12.5 6.9 1.2 3.17

CM-ST31.7 14.8 13.1 5 1 2.7

CM-LST31.8 13.5 11.9 5 0.8 2.7

CM-LST42 19 16.73 6.7 0.8 3.17

CM-LST53 24.57 21.48 8.3 0.5 4.76

CM-SC42 12.5 12.5 6.9 1 3.17

CM-LSC42 11.6 11.6 6.6 1 3.17

CM-LSC63 17.9 17.9 9.7 1.8 4.75

CM-LSC83 24.5 24.5 12.7 1.2 4.75

CM-SS42 12.65 12.65 6.98 1 3.17

CM-LSS42 11.82 11.82 6.76 1 3.17

CM-LSS63 17.95 17.95 9.73 1.8 4.75

CM-LSS84 24.6 24.6 12.75 1.2 6.35

CM-CSK1604L/R 14.7 9.33 3.5 0.85 4.8

CM-SK33C 14.7 9.33 3.5 0.85 4.8

CM-SSV32 8.5 8.5 5.4 0.53 3.2

CM-LSR2506 9.7 22.2 - - 6.34



Characteristics

Improved surface roughness compared to other existing products.

Purpose

Used to fix inserts
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Characteristics

Improved clamp function via design upgrade.

Purpose

Attaching inserts to tool (indirect mounting)

Shape Type
Dimension

M a b c d

2CLC - 7.9 4.3 13.1 2

2CL - 7 7 14.3 2.1

3CL - 9.4 8 17.8 3

C6R1T - 23.5 12.0 25.4 14.4 

C6L1T - 23.5 12.0 25.4 14.4 

CRD1 M6*1.0 9.5 14.0 18.2 6.0 

CRD2 M6*1.0 9.5 13.9 21.2 6.0 

CRD3 M6*1.0 9.5 14.0 24.5 6.0 

CRD5 M8*1.0 10.9 16.8 22.4 6.0 

CRD6 M10*1.25 12.5 19.8 31.8 9.0 

CRH1 - 26.5 13.5 4.8 3

CRH2 - 22.08 11.44 4.5 2.5

CRH4 - 29.2 11.44 4.5 2.5

CRH5 - 30.14 14.6 5 3.5

CLD-GK - 25.7 13 5.8 3.8

Shape Type
Dimension

a b c d

LL2 2.6 7.75 6 2.1

LL3B 3.1 10 9.5 3.7

LL3 3.7 10 12 3.6
LL4 4.7 14.55 14 4.7
LL4T 4.7 13.2 13.2 4.8
LL4B 4.7 14.55 15.6 4.7
LL5 6 17.1 17.1 6
LL5S 6 18.9 17.4 5.9
LL6 7.5 20.5 21 7.6
LL6K 7.5 20.5 21.3 7.45
LL8 8.5 25.4 25 8.7
LL8K 8.7 25.4 25.3 8.6

LL3C 3.1 10 7.85 3.6

LL3D 3.1 11.7 9.5 3.6

LL4A 4.6 13.24 9.95 4.7



Shape Type
Dimension

a b c t

LS3 5.5 3.5 5.9 0.3
LS4 7.0 4.0 7.8 0.4
LS4N 7.0 4.0 7.6 0.4
LS5 8.5 5.68 9 0.5
LS5N 8.5 6.18 9.2 0.5
LS6 11.1 6.0 11 0.6
LS6N 10.8 6.2 11 0.6
LS8 12.0 10.0 15.35 0.6
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Characteristics

Improved mounting with shim compared to other existing products
(Precise tolerance control)

Purpose

Used to fix shim

Shape Type
Dimension

a b c d torx size

FT-T06 15 35 15 2.0 T6
FT-T07 15 35 15 2.5 T7
FT-T08 19 39 19 2.5 T8
FT-T09 19 43 19 3.0 T9
FT-T10 19 43 19 3.0 T10
FT-T15 22 45 27 3.5 T15
FT-T20 22 45 27 4.0 T20
DT-T06 100 70 - 3.5 T6
DT-T07 100 70 - 3.5 T7
DT-T08 100 80 - 3.5 T8
DT-T09 100 80 - 4.0 T9
DT-T10 100 90 - 4.0 T10
DT-T15 100 90 - 4.0 T15
DT-T20 100 100 - 4.0 T20
DT-T25 107 100 - 4.5 T25

Characteristics

Uses unique characteristics of wrench. Compatible with the self developed. 
Torx Screw to improve fixation (Developed material for wrench)

Purpose

Used to mount various insert screws




